[SCHLAGE/

Regent Tubular Leverset/Knobset
Installation Instructions

® Fit Doors35mm(1-3/8") to 50mm(2') Thick

® Backset 60 mm (2-3/8") /70 mm(2-3/4")

A: Fold template onedge of
door mark site60mm(2-3/8")
or70mm(2-3/4") of holes.

B: Drill ap54mm(2-1/8") hole
through door (fromboth sides
to avoid damagingdoor).

C: Drilla®25mm(1") holein
door edge.

D: Cutouta58x26x3mm

New Door Preparation A

Latch Preparation

If Needed, Changelatch Faceplate

A:Separate faceplate frombackplate as shown.
B: FOR DRIVE-IN LATCH: Rotate backplate and

Instruction ForAdjustable Latch

The cam ispushed fully tothe right for
70mm(2-3/4")backset.

Install Latch

DRIVE-IN

TAP LATCH
FLUSH

(2-9/32"x1"x1/8") base. slide off latch. (During the adjustment, keeping two
CENTER LINE C:;r;tahpcc;r;lgrnve-lnfaceplate and secure teeth of thecam forward always.) Install as shownfor appropriate latchtype.

Ensure bevel facesdoor jamb.

n DISASSEMBLE INSIDE LEVER/KNOB AND INSIDE ROSE n INSTALL OUTSIDE LEVER/KNOB B INSTALL INSIDE PLATE ASSEMBLY

Unclip LOCKING ST T
INSIDE by scre BAR CATCH . .
LEVER/ driver ’ N
KNOB INSIDE TOWARD
ROSE SPINDLE DOOR EDGE
/ ,44 INSIDE N A
y PLATE AN -\
24 ‘ﬁ\\% o g ASSEMBLY =S (@
* @3 =
‘\;\\ b
/Remove out /@ ©) @ outsioe
\ LEVER/KNOB
*Separate inside assembly. *Insert push pin into holeto *Remove inside rose. | —

depress catch andremove lever.

n INSTALL INSIDE ROSE B

*Keep locking barand turn
button horizontal when
push in lever/knobuntil
catch snap intolever/knob.
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until rose snapinto plate.
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