## 7hakitai

DUC353 18Vx2 350mm Cordless Chainsaw


- Outer Rotor BL Brushless motor direct-drive system delivers 0-20 $\mathrm{m} / \mathrm{s}(0-1,200 \mathrm{~m} / \mathrm{min})(0-3,940$ FPM) chain speed for fast cutting, equivalent to 30 mL class engine chain saw
- Low noise level at only $87.7 \mathrm{~dB}(\mathrm{~A})$ and zero emissions for operator comfort
- Tool-less chain adjustment for convenient operation and maintenance
- Kickback brake \& electric brake for maximum productivity and maximum operator safety
- Cordless for reduced maintenance; no need to change engine oil or spark plug, clean air filter or drain fuel for storage
- Instant start-up: simply load two 18 V LXT batteries and the saw is ready to use
- Adjustable automatic chain lubrication with large oil reservoir
- Large oil filling port with view window allows operator to easily add and check bar oil level
- Lock-off lever prevents accidental startup. Metal spike bumper firmly grips workpiece to provide more control, making cutting easier

Included accessories: 14" bar (165246-6), chain (958 291 652), chain cover

LXT battery compatibility
Ah (1.5) 3.0 4.0 5.0 6.0

Specifications
Oil tank capacity 200 ml
Bar length 14"

Available options
DUC353Z skin, tool only


Specifications

| Chain type | $3 / 8 \times .043$ |
| :--- | ---: |
| Overall dimensions | 773 mm |
| Net weight | 4.7 kg |
| Voltage | 36 V |

## Available options

DUC353PT2 supplied with $2 \times 5.0$ Ah batteries (BL1850) \& Dual charger (DC18RD)


All product and accessory specifications are subject to change without notice.

