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Thakite

DLS111 18Vx2 260mm Cordless Brushless AWS Slide Compound Mitre Saw

Specifications

Auto-start Wireless System (AWS)
connects to power tool with
Bluetooth

Automatic torque Drive
Technology (ADT) adjusts speed
and torque during operation for
optimum performance

High power delivered by 36V
(18Vx2) DC Brushless motor
enables to cut as fast as if you
were using a corded slide
compound mitre saw

Mitres 0°-60° left and right, with
positive stops at 0°, 15°, 22.5°,
31.6°, 45° and 60° (left and
right)

Increased capacity for up to 168
mm crown moulding (vertically
nested), 133 mm baseboard

(vertical), and 310 mm crosscuts at

90°

Included accessories: TCT Saw

Blade, Dust Bag, Triangular Rule,
Vertical Vise, Hex Wrench

LXT battery compatibility

A 1.513.004.005.0] 1 I

Available options

Blade diameter

Max cutting capacities
- at 90°

-at 45°

No load speed
Overall dimensions
Net weight

Voltage

260mm

Q@1 x 279mm
68 x 218mm
4,400rpm
655mm
26.6kg

36V

https://www.makita.co.nz/products/model/DLS111

DLSMZU

DLS111PT2U supplied with 2x 5.0Ah
batteries (BL1850B) &

Skin, Tool Only

charger (DC18RD)

AUTO - START WIRELESS SYSTEM

V-7 &

MOTOR

Tool Only
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All product and accessory specifications are subject to change without notice.
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