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10 YEAR PHOTOELECTRIC

SMOKE ALARM 

PRODUCT & TECHNICAL SPECIFICATIONS:

Product Size:  110mm x 42mm  

Gross Weight:  0.14kg 

Sound:  85dB at 3 meters 

Humidity:  93% RH  

Standby Current:  < 12uA 

Alarm Current:  < 35mA 

Optimal Temperature Range:  0ºC - +40ºC 

FEATURES:

⊲ Built-in 3v 10-year lithium battery
⊲ Large test and hush button
⊲ 9 minute hush 
⊲ Visual indicator for operation and alarm mode
⊲ Easy to install 
⊲ 2 year warranty
⊲ AS3786:2014 certified
⊲ NZ Building Code and RTA compliant
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MODEL NUMBER: 

AJ-763
The 10 Year Photoelectric Smoke Alarm features the latest in compact smoke 
chamber technology, which helps reduce the potential of nuisance alarms 
caused by household dust or insects. The alarm is ideal to be installed in 
bedrooms, living areas and hallways. 
The alarm features a built-in 3v 10-year lithium battery, easily accessible large 
test and hush button, 9 minute hush time, a visual indicator for operation and 
alarm mode, is easy to install, AS3786:2014 certified, NZ Building Code and 
RTA compliant.


