
Code:

Finish: Brushed Stainless

Please note: Specifications are subject to change without notice. It is the responsibility of the installer to check the measurements of the physical product before installation

Bath Spout

Cubist

BS CUBIST BS 

No WELS rating required
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Black

BS CUBIST BLK 

Brushed Gold

BS CUBIST BG 

Mirror Finish

BS CUBIST M 

Gun Metal

BS CUBIST GM

Inlet:  1/2” BSP male Spigot

Water Outlet:  

Installation Hole Diameter: Minimum: 22mm  

Maximum: 30mm

Max Hot @ 35kPa = 15 ℓ/min

Flow Control:

Mounting: Fit threaded male spigot into wing back in wall. 

143mm x 2mm aerated opening

Note: 2 year warranty on coloured finish

Suitable for low/unequal & mains pressure systems

Recommended Operational Pressure Range:  35 - 600 kPa

Never to Exceed: 1000 kPaMaximum Operating Temp: 80°C

Then slide spout on and lock with grub screw

Nil regulation

Body made from 100% solid stainless steel (Lead free) 

Finish/Material Specifications:

(M) Mirror finish is achieved through polishing the stainless to a mirror-like shine.

Black finish is electroplated

The Gun Metal and Brushed Gold finish are PVD (Physical Vapour Desposition) 
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